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Comprehensive Study of the Effect of DPE Additive on Photovoltaic
Performance of 5,6-Difluoro—benzo[1,2,5]thiadiazole Based
Donor—acceptor Copolymers
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Abstract  Three donor-acceptor polymers PBT2F-TT-a, PBT2F-TT and PBT2F-Se were synthesized via Stille
cross-coupling reaction with 5,6-difluoro-benzo[1,2,5]thiadiazole as the acceptor, and 2,5-bis-(2-octyl-dodecyloxy)-1,4-
di(thieno[3,2-b]thiophen-2-yl)-benzene and 2,5-bis-(2-octyl-dodecyloxy)-1,4-di(selenophen-2-yl)-benzene as the donors. The
conjugated backbones of these polymers were decorated with alkoxyl groups to achieve the chain planarity through S+--O and
Se::-O intramolecular interactions. Furthermore, the intramolecular F--H interaction was helpful to minimize the torsional
angles. These three polymers were characterized by UV-vis absorption spectroscopy, thermal gravimetric analysis, cyclic
voltammetry, gel permeation chromatography and elemental analysis. All the polymers showed intense absorption in the visi-
ble range and demonstrated suitable £y yyo and Eyomo, which match well with the fullerene-based acceptor. Thus these three
polymers were applied as donors and incorporated with PC,;;BM as active materials in bulk heterojunction polymer solar cells
(PSCs). Polymers PBT2F-TT-a and PBT2F-TT are constructed with the same monomers and the latter has a high molecular
weight. A notable enhancement in PCE from 3.48% to 4.22% was observed as the molecular weight was increased from 6.79
kDa (PBT2F-TT-a) to 10.36 kDa (PBT2F-TT). The effect of diphenyl ether (DPE) additive on photovoltaic performance of
PSCs based on these polymers has been comprehensively investigated by means of atomic force microscopy (AFM), trans-
mission electron microscopy (TEM), alternating current impedance spectrometry (ACIS), space-charge-limited current
(SCLC) analysis and short circuit current density - light intensity (Jsc-Piign;) measurement. As revealed by AFM and TEM
measurement, PBT2F-Se:PC,;;BM blend with DPE exhibited a nanoscale phase separation dominated with fibrillar struc-
tures. On the other hand, the charge carrier mobilities of these blend films were greatly increased after the addition of DPE,
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giving rise to enhanced photovoltaic performances. Furthermore, the dramatic increase in Jsc of PBT2F-Se-based devices
should also benefit from the well-balanced hole and electron mobilities as revealed by SCLC results. Interestingly, Jsc-Plight
measurement suggested the weak bimolecular recombination for these devices without and with the addition of DPE. PSCs
based on PBT2F-TT-a, PBT2F-TT, and PBT2F-Se showed good power conversion efficiency. Particularly, PBT2F-Se:
PC;;BM blend with DPE exhibited a good device performance with Jsc of 10.75 mA/em?, Voc of 0.72 V and PCE of 4.18%.
Keywords polymer solar cells; diphenyl ether; fluorinated acceptor; intra-chain interaction; balanced charge transportation

1 Introduction

Since Tang'" reported the two-layer organic photovolta-
ic cell and demonstrated its great potential for harnessing
low-cost solar energy in 1986, much progress has been
made in the optimization of device architectures. Recently
bulk heterojunction (BHJ) type organic photovoltaics
(OPVs) developed by Heeger er all”! are getting more
popular for two reasons: enlarged donor/acceptor interface
area and nanoscale pathways for charge transport. During
the last decades the polymer/fullerene derivative,””) small
molecule/fullerene  derivative,'!  polymer/non-fullerene
small molecule,” and polymer/polymer'® blends were the
mainstream photoactive layers in BHJ organic solar cells.
Remarkably, by the judicious design of donor and acceptor
materials and the optimization of device fabrication condi-
tions, the power conversion efficiency (PCE) of sin-
gle-junction BHJ device has now surpassed 11%,”) which
brings OPVs one big step closer to commercialization.

So far tremendous research efforts have been devoted to
the design and synthesis of novel donor (D) and acceptor
(A) materials aiming at higher PCEs. A broad absorption
spectrum with high molar extinction coefficient for the
donor/acceptor blend is a prerequisite for an efficient BHJ
OPV. D-A type donor polymers generally exhibited an in-
tense absorption in the visible range due to the in-
tra-molecular charge transfer (ICT) interaction within their
conjugated backbone.® The donor units used in the D-A
donor polymers are mainly thiophene/selenophene deriva-
tives, and the acceptor units such as 5,6-difluoro-benzo-
[1,2,5] thiadiazole (BT2F),” diketopyrrolopyrrole
(DPP),""” fluorinated benzotriazole (FTAZ)"™' and fluor-
inated thieno[3,4-b]thiophene!'?! have been successfully
applied in state-of-the-art donor materials. For example
Yan and coworkers!”” achieved high PCE up to 11.7% with
a BT2F-based polymer (PffBT4T-CyC,3) in a hydrocarbon
processing system. Importantly, You e al.’" revealed the
importance of introduce of fluorine atoms into elec-
tron-deficient motif for the OPVs, where the suppression
of recombination losses accounted for the impressive
PCEs.

Since the morphology and charge mobility of the blend
film are highly susceptible to the intermolecular orientation
of conjugated polymers and the interaction with the accep-
tor materials," the chain planarity that leads to the strong
inter-chain 77 stacking is one of the important issues for
molecular design of conjugated donor materials. Thus the
use of intra-chain non-covalent coulombic interactions
such as F+-*S, SO, N+-*H, and F--*H could be one of the
effective strategies to minimize the torsional angles.!"¥
Woo et all'™ reported a series of donor polymers with
strong intra-chain interactions exhibiting ordered film
morphology and high hole and electron mobilities. Herein
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we reported the synthesis of three D-A donor polymers
(denoted by PBT2F-TT-a, PBT2F-TT, and PBT2F-Se)
based on BT2F unit. PBT2F-TT-a and PBT2F-TT were
synthesized with the same donor and acceptor monomers,
but PBT2F-TT-a has a relatively low molecular weight. In
PBT2F-TT-a and PBT2F-TT, phenyl rings flanked with
thieno[3,2-b]thiophene were used as donor monomers, and
the central benzene ring was further decorated by two
alkoxyl groups to achieve the chain planarity. In
PBT2F-Se, selenophene was applied as donor unit, and the
intermolecular Se-:-Se interaction would favor the in-
ter-chain charge transport.""® In this paper, the photovoltaic
performance of the polymer was enhanced greatly by the
addition of DPE, which was interrogated by AFM, TEM,
alternating  current impedance spectrometry, and
space-charge-limited current analysis. The result indicated
that the improved charge carrier transport and balanced
hole/electron mobilities accounted for, in part, the en-
hancement in J, and PCE.

2 Results and discussion

2.1 Synthesis

The synthesis of PBT2F-TT-a, PBT2F-TT, and
PBT2F-Se was outlined in Scheme 1. The polymers were
synthesized via Stille coupling of 4,7-dibromo-5,6-difluo-
ro-benzo[1,2,5]thiadiazole with the corresponding donor
monomers, and purified by soxhlet extraction. The M, and
PDI were determined by high temperature GPC at 150 C
in 1,2,4-trichlorobenzene against polystyrene standards.
PBT2F-TT showed a relatively higher M, (10.36 kDa)
than that of PBT2F-TT-a (6.79 kDa), which is accom-
plished by increasing the reaction time for the synthesis of
PBT2F-TT. The thermal stability of these three polymers
was studied by thermal gravimetric analysis under N,.
PBT2F-TT-a and PBT2F-TT showed good thermal sta-
bility with the decomposition temperature of 5% weight
loss over 300 °‘C, and their selenophene analogue
PBT2F-Se was decomposed at a relatively low tempera-
ture (292 C).

The 'H, *C NMR and MALDI-TOF MS spectra of pre-
cursors and monomers (Figures S1~S15), and thermal
gravimetric analysis (TGA) (Figure S16) curves are given
in the supporting information.

2.2 Optical and electrochemical properties

The three polymers revealed similar and strong absorp-
tion in the range of 500~700 nm in o-dichlorobenzene
solution as shown in Figure S17. Since PBT2F-TT pos-
sesses a longer effective conjugated backbone than
PBT2F-TT-a, it is not surprising that there is a red-shift of
ca. 8 nm in absorption spectrum of PBT2F-TT relative to
that of PBT2F-TT-a. However the difference in their solu-
tion absorption properties was compensated by the strong
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Scheme 1 Synthetic routes of PBT2F-TT-a, PBT2F-TT and PBT2F-Se

inter-molecular interaction in the film state (Figure 1), and
the absorption onsets were of the same value (716 nm) for
both polymers. PBT2F-Se showed a clear red-shift in
maximum peak value (38 nm) as well as the absorption
onset (22 nm) as compared to PBT2F-TT, which would be
attributed, in Part to the lower-energy LUMO of seleno-
phene motif."

Cyclic voltammetry measurement was carried out to de-
termine the energy levels of these polymers (Figure S18).
The oxidation potentials were calibrated with the ferro-
cene/ferrocenium (Fc/Fc") redox couple for the estimation
of the Eyomo of polymers. The three polymers exhibited
similar Eyopmo within the range from —5.35to —5.40 eV.
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Using —4.3 eV for the Ejymo of PCBM,!®! 4 relatively
high Voc (above 0.7 V) is anticipated. The Eyyyo was cal-
culated from the difference between Eyomo and the optical
band gap (Table 1). The relatively large difference in the
Eyumo of the polymers (—3.62 to —3.69 eV) and PCBM
would provide an internal electric field that is strong
enough to separate the excitons.”

2.3 Photovoltaic performances

In order to explore the photovoltaic properties of
PBT2F-TT-a, PBT2F-TT and PBT2F-Se, PSCs with a
device architecture of ITO/PEDOT:PSS/polymer:
PC;1BM/Ca/Al were fabricated. The polymer:PC;BM
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Table 1 Properties of PBT2F-TT-a, PBT2F-TT and PBT2F-Se

Polymers ATsy,/C Asolution /MM Afiim/NM Jonset’/nM ESleV HOMO%YeV LUMO‘/eV
PBT2F-TT-a 339 650, 598, 439 658, 600, 446 716 1.73 —5.40 —3.67
PBT2F-TT 340 661, 600, 443 662, 603, 447 716 1.73 —5.35 —3.62
PBT2F-Se 292 686, 630, 438 700, 631, 443 738 1.68 —5.37 —3.69

“ Measured in dilute o-dichlorobenzene at room temperature. * Measured in the thin film. ¢ Calculated from the absorption edge of the thin film. ¢ Determined from

cyclic voltammetry measurement (on conductive ITO substrate). ‘ LUMO=HOMO+E,.
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Figure 1 UV-vis spectra of PBT2F-TT-a, PBT2F-TT and PBT2F-Se
in the film state
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Figure 2 UV-vis spectra of PBT2F-TT-a, PBT2F-TT and PBT2F-Se
blend with PC7;BM in film state

blends with different weight ratio (1.5 :1,1:1 and 1 :
1.5) were dissolved in 0-DCB and spin-coated on the
ITO/PEDOT: PSS anode. The J-V curves and EQE profiles
of these devices are shown in Figures S19~S21. It turns
out that the optimum weight ratios are 1.5 1 1, 1 1 and
1 1 for PBT2F-TT-a:PC;BM, PBT2F-TT:PC;BM
and PBT2F-Se: PC;BM blends, respectively. As shown in
Figure 2, the polymer: PC;BM blends showed pronounced
absorption all through the visible range due to the com-
plementary effect in the light-harvest of donor and acceptor
materials. In order to optimize the morphology of the ac-
tive layer, diphenyl ether (DPE),"® a high-boiling-point
compound, was applied to improve the film morphology.
Initially 1,8-diiodooctane (DIO) was applied as an addi-
tive,” however, the addition of DIO didn’t lead to the

4 http://sioc-journal.cn

enhancement in PCE (Figure S22). The device parameters
of Voc, Jsc, FF, and PCE with and without DPE additive
are summarized in Table 2. The data showed that the addi-
tion of DPE into the three polymer . PC,;;BM blends led to
remarkable enhancement of their PCEs. For example,
PBT2F-Se:PC7;BM blend demonstrated significant in-
crease in Jsc and FF and slight decrease in V¢ after the
addition of 2% DPE, giving rise to the increase in PCE
from 3.01% to 4.18%. To reveal the influence of molecular
weight, the devices performance based on PBT2F-TT-a
and PBT2F-TT were investigated. A notable enhancement
in the photovoltaic performance was observed with the
high-molecular-weight PBT2F-TT. The PCE was in-
creased from 3.48% to 4.22% as the molecular weight was
increased from 6.79 kDa to 10.36 kDa. This observation of
molecular weight effect on photovoltaic performance was
in good agreement with the previous literature.!"” As
shown in Figure 3, the EQE curves of these devices in-
dicated a broad photo-response in the visible range. Partic-
ularly, PBT2F-Se:PC;BM blend showed a pho-
to-response up to 780 nm, which is coincident with its ab-
sorption spectrum.

Table 2 Optimized photovoltaic properties of the PSCs based on differ-
ent polymers/PC;1BM blends under the illumination of AMI1.5G, 100
mW/cm?

Polymers® DPE additive Voc/VJsc/(mAscm 2)FEF/%PCE yax/%PCE /%

PBT2F-TT-a - 0.74 7.32 56.1  3.10 3.06
PBT2F-TT-a 2% 0.73 8.56 555 3.48 3.41
PBT2F-TT - 0.71 9.50 563 3.82 3.80
PBT2F-TT 2% 0.70 10.44 572 422 4.15
PBT2F-Se - 0.78 7.42 515 3.01 2.94
PBT2F-Se 2% 0.72 10.75 537 4.18 4.15

© 2017 Shanghai Institute of Organic Chemistry, Chinese Academy of Sciences

“The polymer:PC7BM weight ratios were 1.5 © 1 (w/w), 1 : 1 (w/w)and 1 : 1
(w/w) for PBT2F-TT-a , PBT2F-TT and PBT2F-Se, respectively.

2.4 Morphology study

In order to study the effect of DPE on surface morphol-
ogy of the active layer, AFM adhesion imaging was carried
out.” As revealed in Figure 4, the polymer:PC;;BM blend
films without DPE developed continuous networks, which
would lead to the efficient charge transport. The morphol-
ogy of neat films of the three polymers has also been in-
vestigated, and all neat films of these polymers showed
fibrillar structures (Figure S23). No significant change was
detected for PBT2F-TT-a:PC;;BM and PBT2F-Se:
PC;,BM blends after the addition of DPE. It is worthy to
note that PBT2F-TT:PC,;;BM blend film with DPE, as
compared to the one without DPE, is featured with small
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scale segregation, which could provide substantial interfa-
cial area for charge separation and lead to the increase in
Jsc. TEM measurement was also performed to probe the
phase separation of these blend films with and without
DPE. As showed in Figure S24, the addition of DPE didn’t
change the morphologies of PBT2F-TT-a:PC;BM and
PBT2F-TT:PC;BM blends greatly. PBT2F-Se:PC;BM
blend without DPE showed a weak phase separation (Fig-
ure S24¢). However PBT2F-Se:PC;;BM blend with DPE
exhibited a nanoscale phase separation dominated with
fibrillar structures, which resulted in the large increase in
PCE.

—o—|PBT2F-TT-a (without DPE) a
1 —®—|PBT2F-TT-a (with DPE)
—o—|PBT2F-TT (without DPE)
—e— |PBT2F-TT (with DPE)
PBT2F-Se (without DPE)

J(mA-cm™)
&
Il

50

40+

301

EQE/%

204

104

0 T T T T T T T T y
300 400 500 600 700 800

Wavelength/nm

Figure 3 J-V characteristics (a) and EQE curves (b) of PBT2F-TT-a,
PBT2F-TT and PBT2F-Se respectively under optimal conditions

2.5 ACIS, SCLC and Jgc-Pjigy: measurement

To obtain further insight into the morphological changes
and electrical properties of the active layers, the ACIS
measurement was conducted in the dark (Figure 5a). The
equivalent circuits (Figure 5b) were applied to fit the
Nyquist plot.?! Rs corresponds to the contribution of the
resistance from the electrodes. R1 and C1 are related to the
active layers, and R2 and C2 correspond to the interfaces
between the electrodes and the active layers. Table 3 shows
the simulation results of each element. For the PBT2F-
TT-a:PC,BM blend, the value of R1 changes slightly after
the addition of DPE, which agrees well with the observa-
tion of small variation in the surface morphology and
phase separation of the blends with and without DPE.
While for the PBT2F-Se:PC;;BM blend, the value of R1
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Figure 4 AFM adhesion images of polymer:PC7BM blend films with-
out (left) and with DPE (right). PBT2F-TT-a (a, a’), PBT2F-TT (b, b’)
and PBT2F-Se (c, ¢’).
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Figure 5 Impedance response of devices. (a) Experimental (symbols)
and fitted (lines) Nyquist plots of the devices based on different poly-
mer:PC7;BM blend films. (b) The equivalent circuits for fitting the ACIS
data for polymers.

decreasing remarkably from 3.16 to 1.78 Qecm® may arise
from the development of nanoscale phase separation (Fig-
ure S24c’). SCLC measurement was also performed to
reveal the importance of DPE in governing the bulk hole
and electron mobilities of polymer:PC;BM blends (Figure
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Table 3 The parameters of the equivalent circuits for the PSCs operated in the dark near the corresponding Voc bias voltages

Polymers DPE additive Rs/(Qecm?) R1/(Qecm?) C1/(Fscm®) R2/(Qecm?) C2/(Fscm™®)
PBT2F-TT-a — 1.08 5.86 1.63X10°1° 26.01 223X107"°
PBT2F-TT-a 2% 1.05 5.76 221X1071° 13.54 3.82X10°"°
PBT2F-TT — 1.01 5.63 1.48X10°1° 10.13 2.99X10°1°
PBT2F-TT 2% 1.15 2.80 2.77X1071° 8.67 3.85X1071°
PBT2F-Se — 1.07 3.16 270X 1071 20.72 229X1071°
PBT2F-Se 2% 1.12 1.78 3.29%10°1° 5.54 3.59X10°1°

Table 4 SCLC mobilities of the devices

Polymer DPE additive Hole z/(cm?»V ™ 'ss ") Electron u/(cm?V 'es™")
PBT2F-TT-a — 1.53X10°° 2.12x10°*
PBT2F-TT-a 2% 2.13X107° 2.72X10°*
PBT2F-TT — 1.30X107° 6.46X10°°
PBT2F-TT 2% 1.34X10° 9.72X10°°
PBT2F-Se — 4.86X10°° 8.12X10°°
PBT2F-Se 2% 8.86X107° 8.22X10°°

S25). Their charge carrier properties were illustrated in
Table 4. All the blends showed enhanced hole and electron
mobilities after the addition of DPE, which accounted for
the increase in Jsc and PCE. Notably, the PBT2F-TT:
PC;BM blend under optimal conditions demonstrated
well-balanced charge transport with hole mobility of 1.34
X 1077 em*/(Ves) and electron mobility of 9.72X10°°
cm?/(Ves), which also contributes to the enhancement in
Jsc and FF.?? The dependence of Jsc on various light in-
tensities was investigated to study the charge recombina-
tion dynamics of the devices. The correlation between Jsc
and light intensity (Piign) can be expressed as a power-law
equation of JSCOCPligm“.m] The o value for the device
without and with DPE were approaching to 1, which might
suggest the weak bimolecular recombination in these blend
films (Figure S26).

3 Conclusions

In conclusion, three D-A polymers (PBT2F-TT-a,
PBT2F-TT, and PBT2F-Se) were synthesized, character-
ized and applied as donor materials for organic photovol-
taics. These polymers showed complementary absorption
with PC7BM in the visible range, which could contribute
to their relatively high PCEs. The surface morphologies of
polymer:PC7BM blends as revealed by AFM measure-
ment are featured with continuous network, which would
facilitate charge transport. The correlation of DPE additive
and the increase in PCE of these polymer-based devices
were revealed by ACIS, SCLC and Jsc-Pjigne measurement.
PBT2F-Se:PC,;;BM blend demonstrated nano-scale phase
separation after the addition of DPE. As a result, the re-
sistance of this active layer was reduced greatly, and the
hole and electron mobilities were enhanced accordingly,
which led to a good device performance with Jsc of 10.75

6 http://sioc-journal.cn
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mA/cm?, Voc of 0.72 V and PCE of 4.18%.

4 Experimental section

4.1 Measurements and characterization

'H NMR spectra were recorded on a Bruker 400 MHz
instrument and *C NMR spectra were recorded on Agilent
DD2-600 MHz NMR instrument, and the spectra were
obtained in CDCIl;. The matrix-assisted laser desorp-
tion/ionization time-of-flight (MALDI-TOF) mass spectra
were recorded on a Bruker ultraflextreme MALDI-TOF
spectrometer. UV-vis spectra were recorded on a Cary 60
spectrometer (Agilent Technologies) with 1 cm cuvettes.
Cyclic voltammograms (CV) were recorded on a CHI600
voltammetric analyzer at room temperature under N, at-
mosphere. Electrochemical grade tetrabutylammonium
hexafluorophosphate was employed as the supporting elec-
trolyte without further purification. A thin film of the pol-
ymer was coated on the conductive ITO plate, which was
applied as the working electrode. A platinum wire was
used as auxiliary electrode and a Ag wire as reference
electrode. High temperature gel permeation chromatog-
raphy (GPC) was conducted on Agilent PL-GPC220.

4.2 Photovoltaic device fabrication and characteriza-
tion

The photovoltaic devices with a configuration of
ITO/PEDOT:PSS/polymer:PC;,BM/Ca/Al were fabricated.
ITO substrates were cleaned in detergent, deionized water,
acetone, ethanol and isopropanol each for 20 min under
ultrasonic washing unit, and treated with ultraviolet-ozone
for 15 min after the substrates were completely dried in
nitrogen atmosphere. PEDOT:PSS (Clevios P VP Al 4083)
was spin-coated on the substrates at 5000 r/min after the
solution being passed through 0.45 um syringe filter, and
then annealed at 150 °‘C for 15 min. Later on, the sub-
strates were transferred into a glove box filled with N,. The
active layer of PBT2F-TT:PC;;BM, PBT2F-TT-a:
PC;;BM and PBT2F-Se:PC;;BM were dissolved in
0-DCB with 2% DPE as additive, and then were
spin-coated on the PEDOT:PSS surface to form about 80,
90 and 60 nm films, respectively. At last, 20 nm of Ca and
80 nm of Al were deposited on the active layers under the
high vacuum of ca. 10~* Pa. The current density-voltage
(J-V) characteristics were measured using a Keithley 2400
Source Measure Unit, in a glove-box under air mass 1.5
global (AM 1.5G) illumination from a solar simulator
(SAN-Electric Co., Ltd.) with irradiation intensity of 100
mW/cm?. External quantum efficiency (EQE) was meas-
ured using QE-R3011 from Enli Technology Co., Ltd by
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illuminating the sample with a monochromatic light. The
alternating-current impedance spectroscopy (ACIS) meas-
urements were performed with an AC signal with root
mean square amplitude of 10 mV over the frequency range
of 1 Hz~1 MHz in the dark on IM6 electrochemical
workstation (ZAHNER ZENNIUM, Germany). The
space-charge-limited current (SCLC) measurement were
conducted on hole- and electron-only devices with struc-
ture of ITO/PEDOT:PSS/Polymer:PC;;BM/Mo0O5/Al and
ITO/PEl/Polymer:PC,;;BM/Ca/Al, respectively. The charge
mobility of a single carrier SCLC device was estimated by
Mott-Gurney law equation: J=9¢peu V2/8d°, where &ot, is
the permittivity of the active layer, u the carrier mobility, V
the applied voltage, and d the thickness of the active layer.
Atomic force microscopy (AFM) images were obtained on
a Multimode 8 microscope (Bruker Co.) with peak force
quantitative nanomechanical mode to study the surface
morphology of Polymer/PC;;BM blend films.

4.3 Materials and synthetic procedures

All chemicals were purchased from either J&K Scien-
tific, Alfa Aesar, Acros, or Strem chemicals, and were used
without further purification. 1,4-Dibromo-2,5-bis[(2-oc-
tyldodecyl)oxy] benzene (1),**! 4.4,5,5-tetramethyl-2-
(thieno[3,2-b]thiophen-2-yl)-1,3,2-dioxaborolane,™  and
trimethyl(selenophen-2-yl)stannane'*® were synthesized
according to literature. All air- and moisture-sensitive reac-
tions were performed under a nitrogen atmosphere. Dry
tetrahydrofuran (THF), toluene and N,N-dimethylforma-
mide (DMF) were obtained from an Innovative Technolo-
gy solvent purification system.
Synthesis of 2,5-bis-(2-octyl-dodecyloxy)-1,4-di(thieno-
[3,2-b]thiophen-2-yl)-benzene (2)

4,4,5,5-Tetramethyl-2-(thieno[3,2-b]thiophen-2-yl)-1,3,2-
dioxaborolane (1.5 g, 5.63 mmol), 1,4-dibromo-2,5-bis-
(2-octyl-dodecyloxy)-benzene (2 g, 2.45 mmol), K,COj;
(1.38 g, 10 mmol), Pd(PPh;), (0.11 g, 0.1 mmol) were
added into a mixture of toluene (50 mL), deionized water
(10 mL) and ethanol (5 mL) under N,. The mixture was
heated at 120 C for 72 h. After the removal of solvent,
the residue was purified by column chromatography (SiO,,
PE) to afford white solid, i.e. compound 2 (1.5 g, 65%). 'H
NMR (CDCl;, 400 MHz) J: 7.74 (s, 2H), 7.36 (d, J=5.2
Hz, 2H), 7.25 (s, 4H), 3.99 (d, /=5.4 Hz, 4H), 1.94~1.86
(m, 2H), 1.24 (s, 64H), 0.87 (t, J=6.3 Hz, 12H); *C NMR
(CDCl;, 151 MHz) o: 149.82, 141.79, 139.70, 139.55,
12691, 123.68, 119.59, 118.09, 113.06, 72.68, 38.32,
32.07, 31.70, 30.20, 29.81, 29.51, 27.09, 22.84, 14.28.
MALDI-TOF m/z: caled for CsgHogO,S, [M'] 946.582,
found 946.220.

Synthesis of 1,4-bis(5-bromothieno|3,2-b|thiophene-2-
yD)-2,5-bis(2-octyl-dodecyloxy)-benzene (3)

To a solution of 2 (1.5 g, 1.6 mmol) in CHCI; (50 mL),
NBS (0.57 g, 3.2 mmol) was added in small portions with-
in 30 min. The mixture was stirred at room temperature
overnight. After the removal of solvent, the crude product
was purified by column chromatography (SiO,, PE) to af-
ford white solid, i.e. compound 3 (1.7 g, 96%). '"H NMR
(CDCl;, 400 MHz) 6: 7.63 (s, 2H), 7.2~7.26 (m, 2H),
7.22 (s, 2H), 3.98 (s, 4H), 1.93~1.86 (m, 2H), 1.25 (s,
64H), 0.87 (d, J=6.5 Hz, 12H); C NMR (CDCl;, 151
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MHz) 0: 149.72, 141.01, 139.63, 138.61, 123.33, 122.34,
117.47, 113.15, 112.73, 72.71, 38.30, 32.08, 31.70, 30.20,
29.82, 29.53, 27.09, 22.86, 14.29. MALDI-TOF m/z: caled
for CssHgsBr,0,S4 [M '] 1104.401, found 1104.108.
Synthesis of 2,5-bis(2-octyl-dodecyloxy)-1,4-bis(5-trime-
thylstannylthieno[3,2-b]thiophene-2-yl)-benzene (4)

To a solution of 3 (0.5 g, 0.45 mmol) in anhydrous THF
(50 mL), n-butyllithium (0.6 mL, 1.6 mol/L, 0.96 mmol)
was added dropwise at —78 ‘C. After the mixture was
stirred for 2 h at —78 °C, chlorotrimethylsilane (1.1 mL,
1 mol/L, 1.1 mmol) was added dropwise. Then the cooling
bath was removed and the reactant was allowed to warm to
room temperature, followed by overnight stirring. The re-
action was quenched with addition of ethyl acetate. The
product was extracted by chloroform and washed with sat-
urated sodium bicarbonate. After the removal of solvent,
the crude product was purified by re-crystallization in eth-
anol to afford white solid, i.e. compound 4 (0.5 g, 88%).
'H NMR (CDCls, 400 MHz) d: 7.74 (s, 2H), 7.28 (s, 2H),
7.24 (s, 2H), 3.99 (d, J=5.2 Hz, 4H), 1.95~1.87 (m, 2H),
1.25 (d, J/=7.1 Hz, 64H), 0.87 (t, J/=6.4 Hz, 12H), 0.42 (s,
18H); *C NMR (CDCls, 151 MHz) §: 149.85, 145.29,
141.76, 141.62, 141.02, 126.66, 123.80, 117.72 , 112.95,
72.59, 38.33, 32.08, 31.71, 30.20, 30.02~29.64, 29.53,
27.11, 22.85, 14.29, —8.03. MALDI-TOF m/z: calcd for
CesH 060,880, [M ] 1274.512, found 1274.222.
Synthesis of 2,5-bis-(2-octyl-dodecyloxy)-1,4-di(sele-
nophen-2-yl)-benzene (5)

Trimethyl(selenophen-2-yl)stannane (1.5 g, 5.1 mmol),
1 (1.88 g, 2.3 mmol), and Pd(PPh;s), (0.11 g, 0.1 mmol)
were added into a mixture of toluene (100 mL) and DMF
(20 mL) under N,. This mixture was heated at 120 C for
48 h. After the removal of solvent, the residue was purified
by column chromatography (SiO,, PE) to afford yellowish
oil, i.e. compound 5 (1.5 g, 73%). '"H NMR (CDCl;, 400
MHz) ¢: 8.06 (d, J/=5.6 Hz, 2H), 7.70 (d, J=3.5 Hz, 2H),
7.37~7.32 (m, 2H), 7.31 (s, 2H), 4.00 (d, J=5.4 Hz, 4H),
1.94 (d, J=5.9 Hz, 2H), 1.40~1.21 (m, 64H), 0.87 (t, J=
6.4 Hz, 12H); °C NMR (CDCl;, 151 MHz) J: 148.91,
143.43, 131.77, 128.98, 126.17, 124.69, 111.41, 72.67,
38.37, 32.08, 31.65, 30.19, 29.80, 29.51, 27.06, 22.85,
14.28. MALDI-TOF m/z: caled for CsHgoO,Se;, [M']
929.232, found 929.134.

Synthesis of 2,5-bis(2-octyl-dodecyloxy)-1,4-bis(5-trime-
thylstannylselenophen-2-yl)-benzene (6)

To a solution of 5 (0.85 g, 0.91 mmol) in anhydrous
THF (50 mL), n-butyllithium (1.7 mL, 1.6 mol/L, 2.72
mmol) was added dropwise at —78 °C. After the mixture
was stirred for 2 h at —78 °C, chlorotrimethylsilane (3.2
mL, 1 mol/L, 3.2 mmol)) was added dropwise. Then the
cooling bath was removed and the reactant was allowed to
warm to room temperature, followed by overnight stirring.
The reaction was quenched with the addition of ethyl ace-
tate. The product was extracted by DCM and washed with
water. The collected organic layers were combined and
dried over magnesium sulfate to afford yellowish oil, i.e.
compound 6 (0.8 g, 73%). '"H NMR (CDCls;, 400 MHz) o:
7.79 (d, J=3.5 Hz, 2H), 7.50 (d, J=3.5 Hz, 2H), 7.26 (s,
2H), 3.96 (d, J=5.6 Hz, 4H), 1.94 (t, J=5.9 Hz, 2H),
1.40~1.13 (m, 64H), 0.87 (t, J/=6.5 Hz, 12H), 0.46~0.27
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(m, 18H); *C NMR (CDCl;, 151 MHz) : 149.32, 148.91,
146.04, 137.42, 127.73, 124.85, 111.75, 72.70, 38.43,
32.09, 31.72, 30.28, 29.85, 29.53, 27.19, 22.85, —7.83.
MALDI-TOF m/z: caled for C60H106028628n2 [MJr]
1254.846, found 1254.238.

Synthesis of PBT2F-TT-a and PBT2F-TT

4,7-Dibromo-5,6-difluoro-benzo[1,2,5]thiadiazole (0.09
g, 0.27 mmol), 4 (0.35 g, 0.27 mmol) and Pd(PPh;), (0.015
g, 0.014 mmol) were added into a mixture of toluene (10
mL) and DMF (1 mL) under N,. This mixture was heated
at 110 ‘C for 48 h. After cooling down to room tempera-
ture, the polymer was precipitated by addition of an excess
amount of methanol and then collected by filtration. The
crude product was successively extracted with methanol,
hexane, DCM and chloroform. The chloroform fraction
was concentrated and precipitated by addition of methanol.
PBT2F-TT-a was collected by filtration and dried under
vacuum (230 mg, 66%). Elemental anal. calcd for
C66H94F2N20285: C 6877, H 812, N 251, found C 6607,
H 7.56, N 2.40. The number average molecular weight
(M,) and the polydispersity index (PDI) of PBT2F-TT-a
estimated by GPC at 150 ‘C in 1,2,4-trichlorobenzene are
6.79 kDa and 2.68, respectively. PBT2F-TT was synthe-
sized by the procedure similar to that used for synthesizing
PBT2F-TT-a except that the reaction time was increased
from 48 h to 72 h (140 mg, 67%). Elemental anal. calcd for
CssHogF2N,0,Ss: C 68.77, H 8.12, N 2.51; found C 67.27,
H 7.62, N 2.38. The M, and the PDI of PBT2F-TT esti-
mated by GPC at 150 ‘C in 1,2,4-trichlorobenzene are
10.36 kDa and 6.27, respectively.

Synthesis of PBT2F-Se

4,7-Dibromo-5,6-difluoro-benzo[ 1,2,5]thiadiazole (0.09
g, 0.28 mmol), 6 (0.35 g, 0.28 mmol) and Pd(PPh;), (0.015
g, 0.014 mmol) were added into a mixture of toluene (20
mL) and DMF (2 mL) under N,. The mixture was heated at
110 C for 72 h. After cooling down to room temperature,
the polymer was precipitated by addition of an excess
amount of methanol and then collected by filtration. The
crude product was successively extracted with methanol,
hexane and DCM. The DCM fraction was concentrated
and precipitated by addition of methanol. PBT2F-Se was
collected by filtration and dried under vacuum (230 mg,
72%). Elemental anal. calcd for CgyHooF,N,0,SSe;: C
65.55, H 8.25, N 2.55; found C 65.29, H 7.91, N 2.48. The
M, and the PDI of PBT2F-Se estimated by GPC at 150 C
in 1,2,4-trichlorobenzene are 38.56 kDa and 2.19, respec-
tively.
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Comprehensive Study of the Effect of
DPE Additive on Photovoltaic Perfor-
mance of 5,6-Difluoro-benzo-[1,2,5]-
thiadiazole Based Donor-acceptor Co-
polymers

5
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The DPE additive led to the large enhancement in Jsc and PCE of polymer:PC;BM

blends, which was comprehensively investigated by means of AFM, TEM, alternating
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current impedance spectrometry, and space-charge-limited current analysis.

Acta Chim. Sinica 2017, 75, XXXX—XXXX

© 2017 Shanghai Institute of Organic Chemistry, Chinese Academy of Sciences

http://sioc-journal.cn 9




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


